contact mBHM

Product Information

The contact forte Alpha sound processor is compatible with the Sophono Bone Conduction Hearing Systems

— Sophono (M) - Magnetic Spacer
— Sophono (S) - Softband, Headband

and can be used as direct replacement for the Sophono Alpha 2 sound processor

Features and Functions

— Direct streaming with Android (ASHA) and apple MFi devices
— Programming via NOAHIink & HI-PRO

— 8 WDRC channels

— 16 band equalizer

— High-cut, low-cut, notch filter

— Adaptive feedback cancellation

— Adaptive noise reduction

— Fixed and adaptive directivity

— DAI Input (optional)

— External telecoil (optional)

Technical Information

— Frequency Range: 315 - 6000Hz
— Peak OFL @ 90 dB SPL: 114 dB (rel. 1 uN)
— Peak Acousto Mechanical
Gain @ 50 dB SPL: 51dB rel. (1 uN /20 yPa)
— Total Harmonic Distortion
(acc. IEC 60118-9 - 7.5): Below 3% above 500Hz
— Current consumption: <1.60 mA
— Weight, incl. battery: <15g
— Dimensions: Width: 20.8 mm; Length: 33.9 mm; Height: 15.2 mm
— Battery size: 13 (PR 48, Zinc-Air)
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